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H  

Thomas&Betts

Standard nylon 6/6 cable ties

Cat. No. Bulk Pkg.
Cat. No.

Body
Width (in.)

Length
(in.)

Max. Wire
Bundle Dia. (in.)

Tensile
Strength (lbs.)

TY52315M TYB2315M 0.091 7.00 1.500 18
Cable ties made from natural nylon 6/6 are excellent performers in most applications.  Nylon 6/6 is
recommended for use in temperatures ranging form 185°F to -40°F.
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Nylon Insulated Ring - Insulation Grip

Cat. No. Bulk Pkg.
Cat. No.

Wire
Range

Max.
Ins.

Bolt
Hole

Wt./Lbs.
Per 1000

        Dimensions
  A        B      C       M

RAX63* 26-24 0.125 #6 3 0.57   0.25   0.22   0.72
RA18-6 RA853 22-16 0.136 #6 2 0.83   0.26   0.25   0.71
RC10-6 RC333 12-10 0.210 #6 3 1.00   0.37   0.27   0.81
RE6-14 RE267 6-5 0.420 #10 16 1.65   0.49   0.28   1.40
Not Listed By U.L. CSA
Installing tools: WT200, WT112M, WT145C, WT1455, ERG-2001, ERG-2003, WT145A, WT2130A (RC,
RBC)
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Disconnect terminals provide a quick, reliable method of connection to terminal blocks and
boards without the use of tools.  They are supplied in a variety of styles to meet virtually all
quick-disconnect requirements.  Female disconnect terminals and matching male tabs
accommodate a range of 22-10 AWG, and are available in non-insulated, partially insulated,
and fully insulated styles, in both nylon and vinyl.  They are available in various tab widths
including 0.250”, 0.187” and 0.110”, and a combination size.  A unique construction of the
female disconnect offers long term dependability.  The brazed seam serrated barrel provides
maximum tensile strength.

250 Series - Female Disconnects

Cat. No. Bulk Pkg.
Cat. No.

Wire
Range

Max.
Ins.

Tab Size Wt./Lbs.
Per 1000

Dimensions
 A           B

18RA-2577 RA2573 22-18 0.165 0.250 x 0.032 3 0.97     0.38
14RB-2577 RB2573 16-14 0.185 0.250 x 0.032 4 0.97     0.38
10RC-2577 RC2573 12-10 0.225 0.250 x 0.032 5 1.04     0.38
Material: brass, Finish: tin plated

      

250 Series - Male Tabs

Cat. No. Bulk Pkg.
Cat. No.

Wire
Range

Max.
Ins.

Tab Size Wt./Lbs.
Per 1000

Dimensions
 A           B

18RA-251T RA25177 22-18 0.150 0.250 x 0.032 5 1.13     0.45
14RB-251T RB25177 16-14 0.170 0.250 x 0.032 5 1.13     0.45
10RC-251T RC25177 12-10 0.210 0.250 x 0.032 5 1.17     0.45
Material: brass, Finish: tin plated
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